
Suntan® 

 BZV55 Series  

Silicon Planar Zener Diodes 

 

F E A T U R E S 

 

Total power dissipation: max. 500 mW 

Two tolerance series: ± 2% and approx. ± 5% 

 

APPLICATIONS 

Low voltage stabilizers or voltage references 

 

 

 

                                                             

 

 

MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS 
 
Absolute Maximum Ratings Ta=25℃ 

 

Characteristics at Ta=25℃ 
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PARAMETER SYMBOL VALUE UNIT 

Power Dissipation Ptot 5001) mW 

Junction and Storage Temperature Range Tj,Tstg - 65 to + 200 ℃ 

1) Valid provided that electrodes are kept at ambient temperature. 

PARAMETER SYMBOL MAX. UNIT 

Thermal Resistance Junction to Ambient Air RthA 0.31) K/mW 

Forward Voltage at IF = 10 mA VF 0.9 V 

1) Valid provided that electrodes are kept at ambient temperature. 

Glass Case MELF    

Dimensions in mm 

LL-34 



Suntan 

Silicon Planar Zener Diodes BZV55B2V7～47V 

 

Characteristics at Tj=25℃ 

BZV55B… 
or 

BZV55C… 

Zener Voltage Range 1) Dynamic Resistance Reverse Current 

VZT (V) 

IZT (mA) 

ZZT at 
IZT   

Max. 
(Ω) 

ZZK     
Max. 
(Ω)    

at IZK   
mA 

IR     
Max. (μA) 

at VR  
(V)     

BZV55B (Tol. ± 2%)  BZV55C (Tol. ± 5%) 

2V4 2.35…2.45 2.2…2.6 5 100 600 1 50 1 

2V7 2.65…2.75 2.5…2.9 5 100 600 1 20 1 

3V0 2.94…3.06 2.8…3.2 5 95 600 1 10 1 

3V3 3.23…3.37 3.1…3.5 5 95 600 1 5 1 

3V6 3.53…3.67 3.4…3.8 5 90 600 1 5 1 

3V9 3.82…3.98 3.7…4.1 5 90 600 1 3 1 

4V3 4.21…4.39 4…4.6 5 90 600 1 3 1 

4V7 4.61…4.79 4.4…5 5 80 500 1 3 2 

5V1 5…5.2 4.8…5.5 5 60 480 1 2 2 

5V6 5.49…5.71 5.2…6 5 40 400 1 1 2 

6V2 6.08…6.32 5.8…6.6 5 10 150 1 3 4 

6V8 6.66…6.94 6.4…7.2 5 15 80 1 2 4 

7V5 7.35…7.65 7…7.9 5 15 80 1 1 5 

8V2 8.04…8.36 7.7…8.7 5 15 80 1 0.7 5 

9V1 8.92…9.28 8.5…9.6 5 15 100 1 0.5 6 

10 9.8…10.2 9.4…10.6 5 20 150 1 0.2 7 

11 10.8…11.2 10.4…11.6 5 20 150 1 0.1 8 

12 11.8…12.2 11.4…12.7 5 25 150 1 0.1 8 

13 12.7…13.3 12.4…14.1 5 30 170 1 0.1 8 

15 14.7…15.3 13.8…15.6 5 30 200 1 0.05 10 

16 15.7…16.3 15.3…17.1 5 40 200 1 0.05 11 

18 17.6…18.4 16.8…19.1 5 45 225 1 0.05 13 

20 19.6…20.4 18.8…21.2 5 55 225 1 0.05 14 

22 21.6…22.4 20.8…23.3 5 55 250 1 0.05 15 

24 23.5…24.5 22.8…25.6 5 70 250 1 0.05 17 

27 26.5…27.5 25.1…28.9 2 80 300 0.5 0.05 19 

30 29.4…30.6 28…32 2 80 300 0.5 0.05 21 

33 32.3…33.7 31…35 2 80 325 0.5 0.05 23 

36 35.3…36.7 34…38 2 90 350 0.5 0.05 25 

39 38.2…39.8 37…41 2 130 350 0.5 0.05 27 

43 42.1…43.9 40…46 2 150 375 0.5 0.05 30 

47 46.1…47.9 44…50 2 170 375 0.5 0.05 33 

51 50…52 48…54 2 180 400 0.5 0.05 36 

56 54.9…57.1 52…60 2 200 425 0.5 0.05 39 

62 60.8…63.2 58…66 2 215 450 0.5 0.05 43 

68 66.6…69.4 64…72 2 240 475 0.5 0.05 48 

75 73.5…76.5 70…79 2 255 500 0.5 0.05 53 

1) Tested with pulses tp = 20 ms. 
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Suntan® 

Silicon Planar Power Zener Diodes BZV55B2V7～47V 

 

Breakdowm characteristics 

   

    

Note: Specification are subject to change without notice. For more detail and update, please visit our website. 
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